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ACON AAC SKIMCOAT FINISH SAFETY DATA SHEET (SDS) 

1.​​ PRODUCT & COMPANY INFORMATION 
General Product Name​ :​ ACON Skimcoat Finish​ ​ ​ ​ ​ ​
Product Description​ :​ Cement-based product formulated for installation of tiles, brick  

​ ​ and concrete blocks. 

2.​   COMPOSITION/INFORMATION ON INGREDIENTS 
Name CAS # Description 

 
Colored Composite Cement 

 
65997-15-1 

A preparation of cementitious mix based on a 
significant portion of ordinary portland cement, 
graded sand and other chemicals. Detail 
information on content is 
confidential. 

 

3.​​ HAZARDS IDENTIFICATION 
The product does not contain any substances classified as hazardous under current regulations. 

4.​​ FIRST AID MEASURES 
If irritation or other symptoms (as noted above) occur or persist from any route of exposure,  
remove the affected individual from the area and get medical aid. 

 
EYES​ ​ ​ : ​ Irrigate eyes with a heavy stream of water for at least 15  

to 20 minutes. Occasionally lifting the upper and lower 
eyelids with fingers and rolling eyes in circular motion. 
Get medical aid if needed. 

SKIN​ ​ ​ :​ Wash exposed areas of the body with soap and water. Get  
medical aid if irritation develops or persists 

INHALATION​ ​ : ​ Remove from area of exposure and move to fresh air  
immediately, seek medical attention if symptoms persist. 

INGESTION​ ​ : ​ Never give anything by mouth to an unconscious person.  
Get medical aid. Do not induce vomiting. If conscious and 
alert, rinse mouth and  drink 2-4 cups of milk or water. 

NOTE TO PHYSICIAN​ : ​ Treat symptomatically and supportively. 
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5.​​ FIRE FIGHTING MEASURES 

Ignition temperature: 285 C 

EXTINGUISHING MEDIA: 
Use water spray, dry chemical or foam. Carbon dioxide may be ineffective on larger fires due to 

lack of cooling capacity which may result in reignition. Avoid hose streams or any method 

which will create dust clouds. 

 

SPECIAL FIRE FIGHTING PROCEDURES: 
As in any fire, wear a self-contained breathing apparatus in pressure-demand, MSHA/NIOSH 

(approved or equivalent), and full protective gear. During a fire, irritating and highly toxic gases 

may be generated by thermal decomposition or combustion. Runoff from fire control or 

dilution water may cause pollution. 
 

UNUSUAL FIRE AND EXPLOSION HAZARDS: 
All carbohydrates and dry chemicals exhibit a potential dust explosion hazard if dust 

concentration in air is too high. Good housekeeping procedures are required to reduce this 

hazard. 
 

 

6.​ ACCIDENTAL RELEASE MEASURES 

CONTAINMENT TECHNIQUES: 
Using care to avoid dust generation, vacuum or sweep into a closed container for reuse or 

disposal. Do not sweep or flush spilled product into public sewer, streams or other water 

systems. 
 

CLEAN-UP TECHNIQUES: 
Wear proper personal protective clothing and equipment. Spillage may case SLIPPERY CONDITIONS 

(especially when wet) 
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7.​ HANDLING AND STORAGE 

HANDLING: 
Keep away from heat. Do not ingest. If ingested, seek medical advice immediately and show 

the container or the label. Wash thoroughly after handling. Use with adequate ventilation. 

Minimize dust generation and accumulation. Avoid contact with eyes, skin, and clothing. 

Avoid drinking, tasting, swallowing or ingesting this product. Provide eyewash fountains and 

safety showers in the work area. 
 

STORAGE: 
No special packaging required. Not classified as dangerous goods under the United Nations 

Transport Recommendations. 

 

8.​​ EXPOSURE CONTROL /PERSONAL PROTECTION 

ENGINEERING CONTROLS: 
Facilities storing or utilizing these materials should be equipped with an eyewash facility and a 

safety shower. Use adequate ventilation to keep airborne concentrations low. Always provide 

effective general and when necessary local exhaust ventilation to draw spray, aerosol, fume, 

mist, and vapor away from workers to prevent routine inhalation. 
 

RESPIRATORY PROTECTION: 
In case of insufficient ventilation, wear suitable respiratory equipment 

 

PERSONAL PROTECTIVE EQUIPMENT EYES:  
Wear appropriate protective eyeglasses or chemical safety goggles as described by OSHA’s eye and 

face protection regulations in 29 CFR 1910.133 or European Standard EN166. 
 

OTHER PROTECTIVE MEASURES: 
Employees must practice good personal hygiene, washing exposed areas of skin several times 

daily and laundering contaminated clothing before re-use. 
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9.​ PHYSICAL AND CHEMICAL PROPERTIES 
PHYSICAL STATE​​ ​ ​ :​ Powder 
APPERANCE​ ​ ​ ​ :​ Grey / White 
ODOUR​​ ​ ​ ​ :​ Odourless 
PH @1.0% H20​ ​ ​ ​ :​ 6.0 – 8.0 
VAPOR PRESSURE​ ​ ​ :​ Not Available 
VAPOR DENSITY​​ ​ ​ :​ Not Available 
BOILING POINT​​ ​ ​ :​ Not Available 
FREEZING / MELTING POINT​ ​ :​ Not Available 
DECOMPOSITION TEMPERATURE​ :​ Not Available 
VOLATILES, % BY WEIGHT​ ​ :​ Not Available 
SPECIFIX IN H2O,% BY VOLUME​ ​ :​ Solube 
EVAPORATION RATE​ ​ ​ :​ Not Available 
VISCOSITY​ ​ ​ ​ :​ Not Available 

 
 

10.​ STABILITY AND REACTIVITY 
GENERAL​ ​ ​ ​ ​ : This product is stable. 

CONDITIONS TO AVOID​ ​ ​ : Incompatible materials, dust generation, excess heat 

INCOMPATIBLE MATERIALS AND CONDITIONS TO AVOID​ : Strong oxidizing agents  

HAZARDOUS DECOMPOSITION PRODUCTS​ : Combustion produces carbon monoxide, carbon  

  dioxide. 

HAZARDOUS POLYMERIZATION​ ​ : Has not been reported. 
 

11.​ ​ TOXICOLOGICAL INFORMATION 

POTENTIAL HEALTH EFFECTS:​ CAUTION! Repeated inhalation of dust can cause sensitization to susceptible 

individuals & may cause eye irritation. Pre-existing skin problems may be aggravated 

by prolonged or repeated contact. 

INHALATION​ ​ :​ Dust Inhalation may cause coughing, mucous production and  
shortness of breath. 

EYE CONTACT​ ​ :​ Direct contact may cause irritation. 
SKIN CONTACT​ ​ :​ Prolonged or repeated contact is not expected to create acute  

health effects. 
INGESTION​ ​ :​ No ingestion effect is known. 
CHRONIC HEALTH EFFECT​ ​ :​ None known. 
SYMPTOMS / SIGN OF EXPOSURE​ :​ Irritation 
ROUTES OF EXPOSURE​ ​ :​ Eye contact, Inhalation 
CARCINOGENIC STATUS​ ​ : ​ The components of this mixture are not  

known to be listed or regulated by IARC, NTP, OSHA, ACGIH. 
As with all chemicals for which test data are limited or non-exist, caution must be exercised through the prudent use of 
protective equipment and handling procedures to minimize exposure. 
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12.​ ​ ECOLOGICAL INFORMATION 

This product is biodegradable. 
 

13.​ ​ DISPOSAL CONSIDERATIONS 

Incinerate or landfill waste a properly permitted facility in accordance with local regulations. 

Land disposal should be in closed containers. US RQ: Not applicable 
 

14.​ ​ TRANSPORT INFORMATION 

Cement additives admixture is not covered by the international regulation on the 

transport of dangerous goods (IMDG, IATA, ADR/RID) and no classification is 

required. 

 

15.​ ​ REGULATORY INFORMATION: 

European/International Regulations 

European Labelling in Accordance with EC Directives 

Hazard Symbols: N/A 

16.​ ​ OTHER INFORMATION: 

This document applies only to the specific material ACON AAC Thin Bed Adhesive and is not 
applicable when the material is used in combination with other materials or in other 
processes. As of the date of publication, the company has made every effort to ensure that 
the information provided is true, accurate, and reliable. However, Alam-Con Sdn Bhd makes 
no representations, warranties, or guarantees, either express or implied, regarding the 
accuracy, reliability, or completeness of this information. The company shall not be held 
liable for any direct or indirect loss, damage, or expense resulting from the use of this 
information. It is the user’s responsibility to determine the suitability and completeness of 
this information for their specific intended use. 

 
Version: 1.0 ​​                      Date of Issue: 01.11.2025​    ​   ​      REF : EV2511005 

The information contained in this Material Safety Data Sheet corresponds to our level of knowledge at the time 
of publication. All warranties are excluded. Our most current General Sales Conditions shall apply. Please 
consult the product data sheet prior to any use and processing.​  
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