
Chemical Base for Coating Polymer-modified alkali

Mesh Hole Size 2.85 mm × 2.85 mm

Tensile Strength (N/m)  Fibreglass tape – 11,400 N/m

Density (g/m²) Approximately 70 g/m²

Type of Glass A-grade, C-class

 Appearance / Colour Gloss White

 Packaging 24 rolls per carton box

Storage Conditions Store in a cool, dry place and
keep away from direct sunlight.

Shelf Life 

Minimum of 6 years when stored
in the original, unopened
container at temperatures below
23°C and at 50% relative
humidity.

TECHNICAL DATA SHEET
ACON SELF-ADHESIVE FIBREGLASS 100MM

Recommended Applications: Application on plastering, rendering and skim coating to reduce skrinrange  
and movement crack.

PRODUCT DATA

Application Instructions
 Application Method / Tools : Refer to the ACON AAC Block Method Statement (Installation Manual).
 Cleaning of Tools                    : All tools and  equipment should cleaned with water immediately after use.

TECHNICAL DATA

PRODUCT ADVANTAGES

Excellent crack-bridging capability
Easy and fast to apply
Very good adhesion to substrates
Non-toxic and safe for interior use
Improves bond strength
Prevents cracks at joints of AAC block walls
Reinforces skim coat and plaster layers
Self-adhesive for cleaner and more efficient installation
Saves time and labor
Alkali-resistant and durable

HEALTH AND SAFETY INFORMATION

For information and advice on safe handling, storage,
and disposal of chemical products, user shall refer to
the most recent Material Safety Data (available upon
request containing physical, ecological toxicological
and other safety-related data 

LEGAL NOTES

This information pertains solely to the specified
material and may not apply to its use in combination
with other materials or in different processes. While
believed to be accurate and reliable as of the
indicated date, no express or implied representation,
warranty, or guarantee is made regarding its accuracy,
reliability, or completeness. We assume no
responsibility for any direct or consequential loss,
damage, or expense arising from its use. It is the
user’s responsibility to ensure the suitability and
completeness of this information for their particular
application. Alam-Con Sdn Bhd and its parent
companies disclaim all liability for the accuracy or
completeness of the information provided herein

ALAM-CON SDN BHD
PT9125, TAMAN PERINDUSTRIAN TUNGZEN, KAMPUNG KEPAYANG, 31300 IPOH, PERAK, MALAYSIA.
TEL: (60)17-958 5933      Email: alamconipoh@gmail.com   Websites: www.alamcon.com.my



HAZARDS IDENTIFICATION

1. Classification of the Substance or Mixture:
This product is not classified as hazardous under the Globally Harmonized System of
Classification and Labelling of Chemicals (GHS).
2. Label Elements:

Hazard Pictograms: Not applicable
Signal Word: None
Hazard Statements: Not classified as hazardous
Precautionary Statements:

Use engineering controls and avoid breathing dust during cutting or sanding.
Use appropriate personal protective equipment (PPE) such as gloves, masks,
and eye protection.

3. Other Hazards:
Mechanical Irritation:
 Fibreglass particles may cause mechanical irritation to skin, eyes, or respiratory
tract if the tape is cut, sanded, or handled improperly.
Dust Generation:
 Cutting or trimming the tape may release fine fibreglass dust, which can be
irritating when inhaled.
Combustibility:
 The tape is generally not flammable under normal conditions but may emit
harmful fumes if exposed to high temperatures or open flame.

4. Environmental Hazards:
Not expected to pose a significant environmental hazard under normal use and
disposal conditions. Keep dry to preserve usefulness. Dispose of materials in
accordance with federal, state, and local regulations.

 FIRST AID MEASURES

1. General Advice:
In case of exposure or discomfort, seek medical attention if symptoms persist. Show
this SDS or product information to the medical professional, if available.
2. Inhalation:

Move the exposed person to fresh air.
If breathing is difficult, keep them at rest in a position comfortable for breathing.
Seek medical attention if symptoms such as coughing, wheezing, or shortness of
breath persist.

3. Skin Contact:
Wash affected area thoroughly with soap and water.
Do not rub or scratch the skin to avoid embedding fibres.
If irritation or rash develops, consult a physician.

4. Eye Contact:
Rinse immediately with plenty of clean water for at least 15 minutes, keeping
eyelids open.
Remove contact lenses if present and easy to do.
Do not rub the eyes, as fibres may cause mechanical damage.
Seek medical attention if irritation persists.

5. Ingestion:
Rinse mouth with water.
Do not induce vomiting.
Seek medical attention if large amounts are swallowed or if discomfort occurs.

SAFETY DATA SHEET
ACON SELF-ADHESIVE FIBREGLASS 100MM

PRODUCT INFORMATION
General Product Name   : ACON SELF-ADHESIVE FIBREGLASS TAPE
Product Description        : Fibreglass Tape 100mm x 50m (2.85mm x 2.85mm) 70g/m2

COMPOSITION/ INFORMATION ON INGREDIENTS

Woven Fibreglass Tape (HS Code: 70199090)

high alkali-resistant woven fibreglass tape is specifically engineered for
use in demanding construction applications, particularly in tiling and
waterproofing systems. Manufactured from durable E-glass yarns and
treated with a special alkali-resistant coating, the tape offers
exceptional strength, stability, and chemical resistance.



FIRE FIGHTING MEASURES

1. Suitable Extinguishing Media:
Water spray
Dry chemical powder
Carbon dioxide (CO₂)
Foam

Use extinguishing media appropriate for surrounding fire conditions.
2. Unsuitable Extinguishing Media:

Material poses no fire-related hazard.
3. Specific Hazards Arising from the Product:

While the fibreglass itself is non-flammable, the adhesive backing may burn and
emit toxic or irritating fumes such as:

Carbon monoxide (CO)
Carbon dioxide (CO₂)
Aldehydes
Organic vapours

4. Special Protective Equipment and Precautions for Firefighters:
Wear full protective firefighting gear, including self-contained breathing apparatus
(SCBA).
Avoid inhaling combustion gases and smoke.

5. General Firefighting Instructions:
Cool nearby structures and containers with water spray to prevent heat damage or
rupture.
Evacuate area if heavy smoke or toxic fumes are present.

ACCIDENTAL RELEASE MEASURES

1. Personal Precautions, Protective Equipment, and Emergency Procedures:
Avoid creating dust if the product is cut or damaged.
Use appropriate personal protective equipment (PPE) such as gloves, safety
goggles, and a dust mask or respirator if airborne particles are present.
Ensure adequate ventilation in the area.

2. Environmental Precautions:
Prevent release of fibreglass fragments or dust into drains, surface water, or soil.
Dispose of waste in accordance with local regulations.

3. Methods and Materials for Containment and Cleaning Up:
Collect the material manually or with tools, avoiding actions that generate dust.
For fine particles or dust:

Use a vacuum cleaner equipped with a HEPA filter or damp sweeping to
minimize airborne fibres.
Avoid dry sweeping or compressed air which may disperse particles into the air.

Place collected material into a suitable, properly labelled container for disposal.
4. Reference to Other Sections:

For personal protective equipment, see Section 8: Exposure Controls/Personal
Protection
For disposal considerations, see Section 13: Disposal Considerations

HANDLING AND STORAGE

1. Precautions for Safe Handling:
Avoid excessive handling that may cause the release of fibreglass particles.
Do not cut, sand, or machine the tape without appropriate local exhaust
ventilation and personal protective equipment.
Wash hands and exposed skin thoroughly after handling.
Avoid contact with eyes, skin, and clothing.
Do not eat, drink, or smoke while handling the product.
Use protective gloves, safety glasses, and a dust mask or respirator if fibre dust is
generated.

2. Conditions for Safe Storage, Including Any Incompatibilities:
Store in a cool, dry, and well-ventilated area.
Keep away from direct sunlight, moisture, and high heat.
Store in original packaging or sealed containers to prevent contamination and
physical damage.
Keep away from strong oxidizing agents and open flames.
Avoid crushing or compressing the rolls or tape to preserve adhesive quality and
material integrity.

3. Specific End Use(s):
Intended for use in tiling, waterproofing, joint reinforcement, and general
construction applications.
Ensure the tape is used in accordance with technical guidelines and safety
recommendations.



EXPOSURE CONTROL/
PERSONAL PROTECTION

1. Control Parameters:
No specific occupational exposure limits established for the product as a whole.
However, avoid inhalation of fibreglass dust generated during cutting or sanding.

Recommended Exposure Limits for Fibrous Glass (where applicable):
OSHA PEL (Particulate Not Otherwise Regulated):

Total Dust: 15 mg/m³ (8-hr TWA)
Respirable Fraction: 5 mg/m³ (8-hr TWA)

ACGIH TLV (Fibrous Glass Dust):
1 f/cc (8-hr TWA)

2. Engineering Controls:
Use with adequate local exhaust ventilation during mechanical processing (cutting,
sanding, etc.).
Maintain general ventilation to prevent accumulation of airborne dust.
HEPA-filtered vacuum systems are recommended for cleanup to avoid dispersing
fibres.

3. Personal Protective Equipment (PPE):
a. Respiratory Protection:

Not required under normal use.
If cutting, sanding, or if dust is present:

Use a NIOSH-approved dust mask or respirator (e.g. N95 or P100).
b. Eye Protection:

Safety goggles or safety glasses with side shields should be worn when handling or
cutting the material to prevent eye irritation from dust or fibres.

c. Skin Protection:
Wear protective gloves (e.g. nitrile or latex) and long-sleeved clothing to minimize
skin contact and irritation.
Wash hands and exposed skin after handling.

d. Hygiene Measures:
Do not eat, drink, or smoke while handling the product.
Wash thoroughly after handling and before breaks or meals.

4. Environmental Exposure Controls:
Avoid releasing fibreglass dust into the environment.
Follow local regulations for air quality and waste management.

PHYSICAL AND CHEMICAL
PROPERTIES

Appearance: Woven fibreglass mesh tape with adhesive backing
Colour: Typically white, grey, or yellow (may vary by product grade)
Odour: Odourless
Physical State: Solid (supplied in roll form)
pH: Not applicable
Flammability: Non-flammable (fibreglass); adhesive may burn at high temperature
Water Solubility: Insoluble
Relative Density: Approx. 70 g/m2
Vapour Pressure: Not applicable
Flash Point: Not applicable
Auto-ignition Temperature: Not determined
Explosive Properties: Not explosive
Viscosity: Not applicable
Storage: Store in a cool, dry, well-ventilated area, away from direct sunlight and heat

STABILITY AND REACTIVITY

Reactivity:
The product is not reactive under normal handling and storage conditions.

Chemical Stability:
Stable under recommended storage conditions (cool, dry, and well-ventilated
environment).

Possibility of Hazardous Reactions:
No hazardous polymerization or unexpected reactions are known to occur.

Conditions to Avoid:
Avoid exposure to open flame, excessive heat, and prolonged direct sunlight.
Mechanical operations such as grinding or sanding without proper control may
generate irritating dust.

Incompatible Materials:
Strong oxidizing agents
Acids and alkalis (may affect adhesive performance)

Hazardous Decomposition Products:
Has not been reported



TOXICOLOGICAL INFORMATION

Acute Toxicity:
Not classified as acutely toxic.
Inhalation of fibreglass dust may cause temporary irritation to the respiratory tract.

Skin Corrosion/Irritation:
Prolonged or repeated skin contact may cause mechanical irritation or itching due to fibreglass fibres.
No chemical burns expected.

Serious Eye Damage/Irritation:
Fibreglass particles can cause mechanical irritation, redness, or watering of the eyes.
No permanent damage anticipated with proper first aid.

Respiratory or Skin Sensitisation:
Not expected to cause sensitisation.
Repeated exposure to dust may cause irritation in sensitive individuals.

Germ Cell Mutagenicity:
No data indicating mutagenic effects.
Product is not expected to be mutagenic.

Carcinogenicity:
Fibreglass is not classified as a human carcinogen by OSHA or IARC under normal use.
Continuous exposure to airborne respirable fibres at high concentrations may pose risks in occupational sett

Reproductive Toxicity:
Not known to cause reproductive or developmental toxicity.

STOT – Single Exposure:
Inhalation of fibreglass dust may cause irritation to the respiratory tract.

STOT – Repeated Exposure:
Long-term exposure to fibreglass dust may result in persistent skin or respiratory irritation.

Aspiration Hazard:
Not applicable; product is a solid and does not present an aspiration hazard.

ECOLOGICAL INFORMATION

Ecotoxicity:
This product is not expected to be hazardous to the environment under normal
use and disposal.
No known significant effects or critical hazards to aquatic or terrestrial
environments.

Persistence and Degradability:
Fibreglass is not biodegradable and may persist in the environment.
The adhesive component may degrade slowly over time depending on
environmental conditions.

Bioaccumulative Potential:
No bioaccumulation is expected.
Inorganic fibreglass is not likely to bioaccumulate in aquatic organisms.

Mobility in Soil:
Product is solid and not expected to migrate significantly in soil or water.
Low mobility due to insolubility in water.

Other Adverse Effects:
No known ozone depletion potential.
Avoid uncontrolled release to the environment to minimize waste and litter.

DISPOSAL CONSIDERATIONS

Waste Treatment Methods:
Dispose of in accordance with local, regional, and national regulations.
Product waste is generally classified as non-hazardous industrial waste.

Product Disposal:
Can be disposed of as solid waste in an approved landfill.
Do not burn in open air due to potential release of toxic fumes from the adhesive.
Do not discharge into drains, watercourses, or soil.

TRANSPORT INFORMATION

Transport Hazard Class(es): Not classified as hazardous for transport
Packing Group: Not applicable
Environmental Hazards: Not classified as environmentally hazardous
Special Precautions for User: No special handling or transport precautions required
Transport in Bulk (IMDG, IBC Code): Not applicable

Mode of Transport Classification:
Road (ADR/RID): Not regulated
Air (ICAO/IATA): Not regulated
Sea (IMDG): Not regulated



REGULATORY INFORMATION

Classification, Labelling and Safety Data Sheet of Hazardous Chemicals
Regulations 2013 (CLASS Regulations – Malaysia):

Product is not classified as hazardous under the CLASS Regulations.
Industry Code of Practice on Chemical Classification and Hazard
Communication (ICOP):

SDS prepared in accordance with the ICOP guideline by the Department of
Occupational Safety and Health (DOSH), Malaysia.

Label Requirements (GHS Classification):
This product does not require hazard labeling under the Globally Harmonized
System (GHS).
No signal word, pictograms, or hazard statements required for classification.

Other Compliance Notes:
Product complies with general safety practices for industrial construction
materials.
No known chemical substances in this product are listed on restricted or banned
lists under Malaysian or international regulations.

OTHER INFORMATION

SDS Preparation Date:01.01.2025
Revision Number: 1.0
Prepared By: MS JENN, Quality Assurance (QA) Department, Alam-Con Sdn Bhd
Disclaimer:
 The information contained in this Safety Data Sheet is based on the present state
of knowledge and is intended to describe the product in terms of health, safety, and
environmental requirements. It should not be construed as guaranteeing specific
properties of the product.
This SDS relates only to the product as supplied and is not valid for use of the
material in combination with any other materials or in any other processes. The user
is responsible for ensuring that their own use of the product is in accordance with
applicable laws and regulations.
Key Abbreviations and Acronyms:

SDS: Safety Data Sheet
PPE: Personal Protective Equipment

Further Information:
 For additional product safety or technical information, please contact:

ALAM-CON SDN BHD
PT9125, TAMAN PERINDUSTRIAN TUNGZEN, KAMPUNG KEPAYANG, 31300 IPOH,
PERAK, MALAYSIA.
TEL: (60)17-958 5933 Email: alamconipoh@gmail.com Websites:
www.alamcon.com.my


